
Panasonic 

KX-P 3131 Highlights 

• 17 cps printing speed 
• Friction feed and optional tractor feed 
• Up to 13.5" paper width 
• Bi-directional printing and logic seeking 

KX-P3131 
Daisy Wheel Printer 

• 8 bit parallel interface is standard, RS 232C interface is optional 

SPECIFICATIONS 

Print Method Fully Formed Serial Impact 

Print Speed 17 cps (10 pitch Shannon text) 

Print Wheel 96 characters/Diablo compatible 
Print Wheel Life 15 million characters of average English text 

Printing Pitch 10, 12, 15, PS 
Feed Mechanism 

Friction : 4" to 13.5" Standard 
Option Tractor : 3" to 12" 

Paper Width 13.5 inches 
Copy Capacity 4 (Original plus 3 non-<:arbon copies) 

Line Feed Speed 160 ms (per 1/6" ) 

Paper Feed Standard : Friction 
Optional : Bi-directional tractor feed (KX- P21 I 

Auto cut sheet feed (KX- P31 I 
Interfaces 

Standard 8 bit centronics parallel 

Optional RS - 232C 

Buffer 
Standard 6 K text buffer 

Optional 32K buffer 

Dimensions 168 mm (6.6")(H) x 480 mm (18.9")(W) x 325 mm (12.8")(D), 9kg (19.71bs) 

Panasonic 
Matsushita Electric 3pecifications subject to chenge without notice. 

Panesonic and National are the brendnames of Matsushita Electric Printed In Japan 


